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Reference	 X Ref	 Activators & Primers	 Colour	 18ml	 50ml	 200ml	 400ml	
	 	 	 	 Brush	 Pump Tin	 Aerosols	 Aerosols

A061	 7061	 Powerful Solvent Cleaner/Degreaser	 Clear	 4	 	 	 4

A386	 7386	 Activator for 3329 & 3330 (ST29 & ST30)	 Brown	 4	 l	 	

A471	 7471	 Anaerobic Activator - MIL spec ACT T	 Amber	 4	 	 l	

A649	 7649	 Structural Activator for Anaerobics - MIL spec ACT N	 Turquois	 4 	 	 l	

A113	 7113	 CA Low Bloom - Non yellowing - High Speed Activator	 Clear	 4	 	 4	
	 	 Also available in 200ml Pump Spray	

A701	 701	 Primer for Polyolefins / Plastic	 Clear	 	 4	 	

4 In-Stock l Items are ‘Made to Order’ and may incur a Minimum Order Quantity. 	  Bulk Orders are available on request.

Reference	 X Ref	 Debonder	 Colour	 28gm

821	 	 Cyanoacrylate Debonder	 Clear	 4

Reference	 X Ref	 RTV Silicones - High Performance	 	 200ml	 310ml	
	 	 	 	 Powercan*

RTV851	 5910/598	 Fast curing Low Volatile RTV Sealant/Gasket  • Rated up to 270°C • Modified Cure	 Black	 4

RTV852	 587	 RTV Sealant/Gasketing Silicone • Rated up to 260°C • Acetoxy Cure	 Blue	 4

RTV853	 5399	 RTV Sealant/Gasketing Silicone • Rated up to 300°C • Acetoxy Cure	 Red	 4

RTV854	 5699	 RTV Low Volatile Sensor Safe RTV Sealant/Gasket • Rated up to 300°C • Neutral Cure	 Grey	 4

RTV855	 595	 (Endurasil) Premium general purpose RTV Silicone Sealant	 Clear	 	 4

	 	 	 Black	 	 4

*Powercan is a piston driven barrier pack - other products are available in this delivery system.	 White	 	 4

Reference	 X Ref	 Epoxy Sticks	 Colour	 178mm	 Weight	
	 	 	 	 (7”)	

EPS841	 n/a	 Aqua Epoxy Stick	 Green	 4	 4oz

EPS842	 n/a	 Aluminium Epoxy Stick	 Silver	 4	 4oz

EPS846	 n/a	 Steel Epoxy Stick	 Grey	 4	 4oz

EPS847	 n/a	 Wood Epoxy Stick	 Beige	 4	 2oz

Reference	 X Ref	 UV  Adhesives	 Colour	 50ml	 250ml	 300ml

UV 106	 3106	 Plastic Weld © • UV and Visible Light Cure • 5,000cps	 Clear	 4	 4	

UV 110	 n/a	 Construct © • Exceptional Strength Glass to Glass/Metal Bonder • 250cps	 Clear	 4	 4	

UV 128	 DY628VT	 Construct © • Water Resistant • Medium Strength Gap Filling Gel 	 Clear	 	 	 4

UV 150	 350	 Glass Bevel Bonder • Semi Flexible • 2,500cps 	 Clear	 4	 l	

UV 188	 n/a	 Construct © • Exceptional Strength Glass to Glass/Metal Bonder • 6000cps	 Clear	 4	 4

3326 Kit (ST26)	 326/act	 Surface activated kit, when UV is not possible • Uses Activator A649 (18ml bottle)	 Semi-Trans.	 l

Holdtite’s well established range of REACH compliant engineering, maintenance, adhesive and sealant products has grown and 
developed with the OEM and MRO industrial sectors over the last two decades. This division is also the most highly accredited sector 
of the Holdtite Group, with WRAS, AGA, BS, ASTM and MIL specifications available for many of the products. The range includes 
Anaerobic, Cyanoacrylate, UV-curable, Lubrication and Sealant Technology, incorporating the precision chemistry needed for 
advanced engineering applications.

Reference	 X Ref	 Threadlockers	 Colour	 10ml	 50ml	 250ml

T943 (T43, T42)	 243	 Threadlocker - Removable Strength • Oil tolerant • Temp up to 160°C • WRAS 	 Blue	 4	 4	 4

T971 (T71)	 271	 Studlocker - Permanent Strength • Temp up to 175°C • WRAS	 Red	 l	 4	 l

T22	 222	 Screwlock - Low Strength • Ideal for small threaded components    	 Purple	 4	 l

T62	 262	 Studlocker - High Strength • Lubricated • Suitable for fine & course threads	 Red	 l	 l

T70	 270	 Studlocker - High Strength • Permanent fit	 Green	 4	 4

Reference	 X Ref	 Retainers	 Colour	 10ml	 50ml	 250ml

R903 (R63, R91)	 603	 High Strength Oil Tolerant Retainer • WRAS Approved	 Green	 l	 4	 l

R930 (R62)	 620	 Non corrosive Retainer • Resistant to Extremes of Temperature up to 230°C	 Green	 	 4	 l 

R938 (R38)	 638	 Dynamic Strength Retainer • Low Corrosivity • WRAS Approved	 Green	 l	 4	 4

R941 (R41)	 641	 Bearing Fit • Medium Strength • Ease of dissasembly	 Yellow	 l	 4	 4

R940 (R48)	 648, 640	 High Strength Retainer • Fast Cure • High Temperature up to 180 °C	 Green	 	 l	

Reference	 X Ref	 Sealants & Gasket Makers	 Colour	 50ml	 65ml	 250ml	
	 	 	 	 (BT)	 Acc.

S72	 572	 Slow Curing Pipe Sealant with P.T.F.E • Instant low pressure seal	 White	 4	 4	 l

S974 (S74)	 574	 Gasket Maker for Temperatures up to 180°C • Thixotropic Gel • WRAS Approved	 Orange	 4	 l	 4

S977 (S77)	 577	 Fast Curing Pipe Sealant with P.T.F.E. • WRAS Approved & BSEN 751-1 Gas Approval 	 Yellow	 4	 4	 l

S954 (S54)	 542	 Hydraulic Seal • WRAS Approved • Slightly thixotropic fluid	 Brown	 4		  l

S910 (S51)	 510	 High Temperature Gasket Maker • High Viscosity rigid parts Sealant	 Red	 4	 l	 l

S999	 n/a	 All in One, Gasketing, Sealing and Securing Compound	 Red	 l	 l	

Reference	 X Ref	 Cyanoacrylates (CA) - Instant Adhesive - Superglue	 Colour	 5gr	 20gr	 50gr	 500gr

CA01	 416	 1,500cps • High Viscosity Ethyl Superglue • < 30 sec WT	 Clear	 	 4	 4	 4

CA25	 495	 50cps • Ethyl Superglue (General Purpose) • < 5 sec WT	 Clear	 l	 4	 l	 l

CA40 Flex	 410	 5,000cps • Black Hybrid Toughened Superglue • < 60 sec with activator	 Black	 	 l	 	

CA41	 401	 (Jet Set 41) 120cps • Modified Ethyl Superglue • Surface Insensitive • < 5 sec WT	 Clear	 4	 4	 4	 4

CA42	 425	 (Secure 42) 120cps • Blue Tamper Evident Superglue • < 60 sec with activator	 Blue	 	 l	 	

CA44	 454	 (Gel Set 44)  50,000cps • Gel Ethyl Superglue • Surface Insensitive • < 60 sec WT	 Clear	 	 4	 	

CA46	 460	 (Ensure 46) 50cps • Low Odour • Low Bloom Hybrid Superglue • < 30 sec WT	 Clear	 	 l	 	

CA60	 406	 (Sure Set 60) 20cps • Ethyl Superglue • Surface Insensitive • < 5 sec WT	 Clear	 l	 4	 l	 4

CA80 Flex	 480	 (Spectak 80) 1,000cps • Black Hybrid Toughened • < 15 sec with activator	 Black	 	 4	 	

CA82 Flex	 482	 (Spectak 82) 5,000cps •  Clear Hybrid Toughened • (Thixo) • < 15 sec with activator	 Clear	 	 l	 	

CA4061	 406, 4061	(Command) 20cps • Premium Grade for difficult to bond parts with A701 Primer	 Clear 	 	 4	 	 l

CA4061 Kit	 406, 4061	Kit combining Adhesive CA 4061 & Primer A701 in a 50ml pump spray	 Clear 	 	 4	 	

BT = Bottle Tube.    WT = Working Time.    X Ref - The cross references relate to common industry recognised product codes.






